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Before You Begin

What Inthe Box :

® 1x4in1 RGB/UV 3LEDs Gamut Par Lights
® 1 xBrackets

® 2xIR-Remote

® 1xUserManual

UnPacking Instructions:

Carefully unpack the product immediately and
check the container to make sure all the parts are
in the package and are in good condition.

Claims:

If the box or the contents (products and
accessories)appear damaged from shipping, or
show signs of mishandling, notify the carrier

immediately, and contact Amazon customer
support and request them for the new replacement .

Safety Notes:

Please read the following Safety Notes carefully
before working with the product. Than Notes
include important safety information about
installation, usage and maintenance.

® Always connect the product to a grounded

circuit to avoid the risk of electrocution.
@ Always disconnect the product from the power

source before cleaning or replacing the fuse.
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Avoid direct eye exposure to the light source
while the product is on.

Make sure the powercord is not crimped or damaged.
Never disconnect the product from power cord
by pulling or tugging on the cord.

If mounting the product overhead, always
secure to a fastening device using a safety cable.

Make sure there are no flammable materials
closeto the product when operating.

Do not touch the product's housing when
operating because it may be very hot.

Always make sure that the voltage of the
outlet to which you're connecting the product
is within the range stated on the decal orrear
panel of the product.

The product is for indoor use only! (IP20) To
prevent risk of fire or shock, do not expose the
product to rain or moisture.

Always install the product in a location with
adequate ventilation , at least 20in / 50cm from
adjacent surfaces.

Be sure that no ventilation slots on the
product's housing are blocked.

Never carry the product from the power cord

or any moving part. Always use the
hanging/mounting bracket.

The Max ambient temperature (Ta)is 104° F/
40° C. Do not operate the product at higher
temperature.



® [nthe eventof a serious operating problem,
stop using the product immediately.

® Never try to repair the product. Repairs carried
out by unskilled people can lead to damage or

malfunction. Please contact the seller
customer service.
@ Toeliminate unnecessary wear and improve

its lifespan, during periods of non-use
completely disconnect the product from power
via breaker or by unplugging it.

® Keep this user manual for future use. If you
sell the product to someone else, be sure that
they also receive this document.

Operation:
Control Panel Operation:
To access the control panel functions, use the four
buttons surrounding the display.

Button Function

<MENU> | Selects an operation mode or
backs out of the current menu
option

<UP> Scrolls up the list of options or
selects a higher value

<DOWN?> | Scrolls down the list of options or
selects a lower value

<ENTER> | Activates a menu optionora
selected value




Menu Map

Mode Programming Steps Description
DMX Selects the DMX
. 8CH | d001-d512 personality and
Function starting address
IP.01-IP.64 Total 64pcs
Master/Slave master/slave units
Static Colors A1.01-A1.18 Selects static
color
Auto Selects auto
A2.01-A2.32 program speed
s e (slow to fast)
Selects color
Fade A3.01-A3.19 combination
i - Selects color
Changing AS.OLiQ?T::Z) (flash combinationspesd
piay (slow to fast)
B Select d -acti
Sound-Active A4.01-A4.19 p;;fafnsausnnpﬁgr:;e
Mode (ff?ér?:j_é:ig;) Sets sound sensitivity
Selects strobe color
A5.01-A5.19 combination
Strobe Mode A5.01-A5.32 Se[eggs s:_robe col:()jr
i combination spee
(flash display) (slow to fast)
Red r000-r255 Value0to 100%
Green g000-g255 Value 0 to 100%
Blue b000-b255 Value 0 to 100%
uv u000-u255 Value 0 to 100%




DMX Channel Modes, Assignments, and Values

8-Channel

Channel

Function

Value

Setting

No Function

0-10

Static Color

11-50

CH1+CH2
Color
Changing

Auto-Play

51-100

CH1+CH3
speed
(slow to

fast)

Fade

101-150

CH1+CH2
Color
Changing+
CH3 speed

(slowto
fast)

Sound-Active

151-200

Strobe

201-255

CH2 Color
Changing+
CH3 speed
(slowto
fast)




White 0-39 0to100%

Red 40-49 0t0o100%

Green 50-59 0to100%

Blue 60-69 0to100%

Amber 70-79 0to100%

Cyan 80-89 0to100%

Purple 90-99 0to100%

uv 100-109 0to100%

2 Amber 110-119 0t0100%
Purple 120-129 0to100%

Rose 130-139 0t0100%

Ocean 140-149 0to100%

Cyan 150-158 | 0t0100%

Blue 180-169 | 010100%

Warm white | 170-179 0to100%

Purple 180-189 0to100%

Ocean 190-199 0to100%

White 200-255 0to100%

3 Speed Adjust| 0-255 slow to fast
4 Bright Adjust| 0-255 0t0100%
5 Red 0-255 0to100%
6 Green 0-255 0to100%
7 Blue 0-255 0to100%
8 uv 0-255 0t0o100%

Note: 4-CH is bright adjustable for 5-8CH.
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IR-C Remote Operation

Power ON/OFF
L ]

Solid Mode e--------
Rainbow Mode s--------

"""" * Color +
Speed- e------- B+ - + Speed +
LED PAR - - - EEEEEES * DMX Mode
DMX Mode - -+ Q1D == + DMX Mode +
IP Mode - e~ ‘ g « |P Mode +
IP Mode e--------

TECHNICAL SPECIFICATIONS:

LED Type: 4in1 RGB/UV x 3LEDs

Power Supply: 100v-240Volts AC / 50-60Hz
Power Consumption: 15-Watts

Package Size: 5.12x5.12x5.12in/ 13x13x13 cm
Weight: 1.2 Ibs /0.55kg
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